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	RFQ Ref No: UNOPS-EP-2017-G-019







	

	Version: v2016.1

	


	Request for Quotation (RFQ) for Goods

	Purchase of audio and video equipment for media competition awards

	RFQ Ref No:  UNOPS-EP-2017-G-019




Section IV: Returnable Bidding Forms
Note to Bidders: Instructions to complete each Form are highlighted in blue in each Form.  Please complete the Returnable Biding Forms as instructed and return them as part of your quotation.

The following returnable forms are part of this RFQ and must be completed and returned by bidders as part of their Quotation.

Form A: Quotation submission form
Bidders are requested to complete this form, sign it and return it as part of their bid submission. The bidder shall fill in this form in accordance with the instructions indicated. No alterations to its format shall be permitted and no substitutions shall be accepted. 
Date: [Insert submission date]____________________________

Subject: Quotation for the supply of [Insert a brief description of goods/services] __________________________________in ________________________________[Name of country/city], RFQ Case No.[insert RFQ ref number]_______________________________, dated [insert date]_____________________.

We, the undersigned, declare that: 
a. We offer to supply in conformity with the bidding documents, including the UNOPS General Conditions of Contract.
b. Our quotation shall be valid for the period of time of [insert number of days which shall not be less than the specified in Section I: Bid Particulars, Period of Validity of Bids] _________________from the date fixed for the bid submission deadline as set out in the RFQ, and it shall remain binding upon us and may be accepted at any time before the expiration of that period;
c. We have no conflict of interest in any activity that would put it, if selected for this assignment, in a conflict of interest with UNOPS;
d. Our firm confirms that the offeror and sub-contractors have not been associated, or had been involved in any way, directly or indirectly, with the preparation of the design, terms of references and/or other documents used as a part of this solicitation;
e. Our firm, its affiliates or subsidiaries—including any subcontractors or suppliers for any part of the Contract—has not been declared ineligible by UNOPS, nor is included in the suspended/ineligibility list of the UN/PD, other UN Agencies, the UN Security Council, and the World Bank, in accordance with Instructions to Bidders Article 3, Eligibility;
f. We embrace the UN Supplier Code of Conduct and adhere to the principles of the UN Global Compact
g. We have not declared bankruptcy, are not involved in bankruptcy or receivership proceedings, and there is no judgment or pending legal action against them that could impair their operations in the foreseeable future.
h. We have not offered and will not offer fees, gifts and/or favours of kind in exchange for this RFQ and will not engage in any such activity during the performance of any Contract awarded. 
I, the undersigned, certify that I am duly authorized by [insert full name of bidder] ________________________________to sign this quotation and bind [insert full name of bidder] should UNOPS accept this quotation: 
Name: [complete]_______________________________________________________
Title: [complete]_________________________________________________________
Signature: _____________________________________________________________

Provide the name and contact information for the primary contact from your company for this quotation:

Name: [complete]________________________________________________________
Title: [complete]__________________________________________________________
Email address: [complete]___________________________________________________
Telephone: [complete]______________________________________________________

Form B: Price Schedule Form
Bidders shall fill in this Price Schedule Form in accordance with the instructions indicated. 

RFQ reference no: [insert RFQ reference No.]

	Currency
	RSD



Lot 1 – Audio equipment
	Item No
	Description
	Qty
	Unit price DAP
(VAT exempted)
	Total price DAP (VAT exempted)

	1
	ANALOG AUDIO MIXER
	1
	
	

	2
	DIGITAL VOICE RECORDER/DICTAPHONE
	2
	
	

	3
	MICROPHONE - 1
	1
	
	

	4
	MICROPHONE - 2
	2
	
	

	5
	MICROPHONE – 3  
	1
	
	

	6
	MICROPHONE – 4 
	2
	
	

	7
	MICROPHONE – 5 
	1
	
	

	8
	WIRELESS MICROPHONE COMBO SYSTEM
	2
	
	

	9
	WIRELESS MICROPHONE SYSTEM
	1
	
	

	10
	LAVALIER MICROPHONE FURRY WINDSCREEN
	2
	
	

	11
	SHOTGUN MICROPHONE FURRY WINDSCREEN
	1
	
	

	12
	HANDHELD MICROPHONE FURRY WINDSCREEN
	1
	
	

	13
	HELICOIDAL ANTENNA
	2
	
	

	14
	STUDIO TRANSMITTER/RECIEVER LINK
	1
	
	

	15
	AUDIO MICROPHONE CABLE
	2
	
	



Lot 2 – Video equipment
	Item No
	Description
	Qty
	Unit price DAP
(VAT exempted)
	Total price DAP (VAT exempted)

	1
	DIGITAL COMPACT PHOTO CAMERA
	2
	
	

	2
	DSLR CAMERA KIT (BODY+LENS) – 1
	1
	
	

	3
	DSLR CAMERA KIT (BODY+LENS) – 2
	1
	
	

	4
	MIRRORLESS DIGITAL CAMERA KIT (BODY+LENS)
	1
	
	

	5
	DIGITAL COMPACT PHOTO CAMERA
	1
	
	

	6
	LIVE STREAMING CAMCORDER
	2
	
	

	7
	HANDHELD CAMCORDER
	2
	
	

	8
	DIGITAL CAMCORDER
	1
	
	

	9
	DSLR CAMERA FISHEYE LENS – 1
	1
	
	

	10
	DSLR CAMERA FISHEYE LENS - 2
	1
	
	

	11
	LIGHTING CASE
	1
	
	

	12
	CAMCORDER CASE
	1
	
	

	13
	ON CAMERA MONITOR AND RECORDER
	1
	
	

	14
	HANDHELD GIMBAL STABILIZER
	1
	
	

	15
	CAMERA TRIPOD SYSTEM
	7
	
	

	16
	DIMMABLE LED LIGHTING UNIT
	2
	
	

	17
	FOCUS SPOT HALOGEN LIGHT KIT
	1
	
	

	18
	LED LIGHTING UNIT STAND
	1
	
	

	19
	LIGHT MOUNTING EXTENSION ARM KIT
	1
	
	

	20
	PHOTO VARIABLE FRICTION ARM WITH BRACKET
	2
	
	

	21
	LIGHT MOUNTING CLAMP
	2
	
	




NOTES:
1) Transportation, offload, assembly and installation of the equipment on the beneficiaries’ premises must be included in the price.
2) The offered prices are net of any direct taxes, customs duties and indirect taxes and VAT.
Payment terms 30 days accepted: ☐ Yes

a) List of subcontractors or suppliers
Bidder must identify the names of all subcontractors/suppliers who will be providing good/services under this Contract and the type of work being subcontracted, if applicable.
[Full legal name and address of subcontractors]

(A) _________________________________________________

(B) _________________________________________________

(C) _________________________________________________

b) List of legal entities associated to the Bidder
Bidder must also identify and disclose any information regarding all legal entity/s associated to it, by providing their full legal name and address: 
[Full legal name and address of the associated legal entity]

(A) _________________________________________________

(B) _________________________________________________

(C) _________________________________________________


In case of no related entities, the Bidder must sign the following statement to that effect:   
[Delete or cross out if not applicable]:
I, the undersigned, certify that there are no legal entities associated to the [insert full name of Bidder] 
____________________________________________________. [ 



c) Authorization to sign quotation
I, the undersigned, certify that I am duly authorized by [insert full name of Bidder] 
____________________________________________________ to sign this quotation and bind 
____________________________________________________[insert full name of Bidder] should UNOPS accept this quotation: 





Name	: _____________________________________________________________

Title	: _____________________________________________________________

Date	: _____________________________________________________________

Signature	: _____________________________________________________________

Form C: Technical Quotation Form

RFQ reference no: [insert RFQ reference No.]______________________________________
Name of Bidder: [insert name of Bidder]___________________________________________

Bidders are required to complete the Comparative Data Tables included in Section III: Schedule of Requirements to demonstrate compliance with UNOPS requirements and insert them below. Bidders are NOT allowed to make any change in the “UNOPS requirements” columns of the Comparative Data Tables. Such changes might disqualify your quotation.

Technical specifications for goods – Comparative Data Table

Lot 1: Audio equipment
	Item No
	UNOPS minimum technical requirements
	Quantity
	Is Bid compliant? Bidder to complete
	Details of goods offered. Bidder to complete

	1.1
	ANALOG AUDIO MIXER
 
· Inputs: 6 mono inputs (mic/line, +48V,3 band EQ); 2 stereo inputs (2 band EQ) 
· Aux: 2 configurable auxiliary buses
· 2track in/outs: RCA phono stereo playback inputs and record outputs
· Inserts: TRS insert sockets and inserts on all mono inputs and mix output
· Outs: Mix L, R (XLR), Headphone output   
· Warranty   
                                                                                                            
	1
	Yes / No
	

	1.2
	DIGITAL VOICE RECORDER/DICTAPHONE

· Built-in memory: 4 GB
· Built-in Microphone
· Recording format: Mp3 
· Output: Headphone Jack 3.5mm
· Input: Microphone in 3.5mm 
· Data I/O: USB Port
· Warranty

	2
	Yes / No
	

	1.3
	MICROPHONE  - 1

· Type; Condenser/electret, Handheld/Reporter 
· Polar pattern: Cardioid 
· Frequency response: 40-20.000Hz
· Output connection: XLR (female)
· Warranty

	1
	Yes / No
	

	1.4
	MICROPHONE - 2

· Type: Condenser/electret; Lavalier
· Polar pattern: Omnidirectional
· Frequency response: 20-20.000Hz
· Output connection: Mini XLR (female)
· Warranty

	2
	Yes / No
	

	1.5
	MICROPHONE - 3

· Type: Condenser/electret 
· Polar pattern: Cardioid and Hyper-Cardioid switchable 
· Frequency response: 50-20.000Hz
· Sensitivity: 6 mV/Pa 
· Powering voltage: 9 to 52V (Battery or Phantom power) 
· Signal to Noise: 73 dB-A 
· Output connection: XLR (female)
· Warranty

	1
	Yes / No
	

	1.6
	MICROPHONE - 4

· Type: Condenser/Electret; Lavalier
· Polar pattern: Omnidirectional 
· Output connection: Mini TRS 3.5 mm
· Warranty

	2
	Yes / No
	

	1.7
	MICROPHONE - 5

· Type: Condenser/Electret 
· Polar pattern: Cardioid and Hyper-Cardioid switchable 
· Frequency response: 20-20.000Hz 
· Sensitivity; 15 mV/Pa 
· Powering voltage: +48V 
· Signal-to-noise ratio: >80dB 
· Output connection: XLR (female), 2.5cm gold-plated diaphragm 
· Low cut switch 
· 10 dB attenuation switchable
· Warranty

	1
	Yes / No
	

	1.8
	WIRELESS MICROPHONE COMBO SYSTEM (Bodypack transmitter, Plug-on transmitter, Lavalier microphone, Pocket receiver)
 
· System type: Adaptive diversity
· Transmission/receiving frequencies: 1680
· Bandwidth: 42 MHz 
· Pilot tone
· HDX Compander
· Lavalier Frequency response: 80 – 18000 Hz
· Lavalier microphone type: Electret
· Lavalier microphone polar pattern: Omnidirectional
· Lavalier Microphone output connection: 3.5 mm TRS (male)
· Lavalier Microphone Max SPL: 130dB
· Plug-on transmitter output connection: XLR (female)
· AF Sensitivity: 20 mV/Pa
· RF output power: 30 mW
· Signal-to-noise ratio: > 110 dB(A)
· Frequency range: 823 - 865 MHz 
· Warranty

	2
	Yes / No
	

	1.9
	WIRELESS MICROPHONE SYSTEM (Transmitter, Receiver and Lavalier microphone)

· System type: Non-diversity
· Modulation: FM modulation
· Frequency range: VHF
· 2 selectable operating frequencies
· Warranty 

	1
	Yes / No
	

	1.10
	LAVALIER MICROPHONE FURRY WINDSCREEN
	2
	Yes / No
	

	1.11
	SHOTGUN MICROPHONE FURRY WINDSCREEN
	1
	Yes / No
	

	1.12
	HANDHELD MICROPHONE FURRY WINDSCREEN
	1
	Yes / No
	

	1.13
	HELICOIDAL ANTENNA (Point to point link)

· Band: 950-1550MHz
· Bandwidth: 600 MHz 
· Average gain: 8.7dBd (10.9dBi) 
· VSWR (worst value): ≤ 1.28:1 (-18 dB) 
· Polarization: right-hand circular 
· Max Power: 100 W 
· Connector: N female
· Warranty

	2
	Yes / No
	

	1.14
	STUDIO TRANSMITTER/RECIEVER LINK (Audio broadcasting microwave transmitter, Audio broadcasting microwave receiver), 
Transmitter specifications: 
· Frequency range: 1300 – 2600MHZ in 30 MHZ steps
· Frequency setting: in 50 or 100KHz steps
· Frequency stability: ±1000Hz/year
· Frequency generation: PLL synthesizer
· Modulation type: direct VCO frequency modulation 
· Nominal frequency deviation: ±75kHz
· Deviation linearity in all frequency range: ±1dB; RF output power: 0 to 4.5W 
· Modulation capability: STEREO (by internal stereo generator) 40Hz to 53kHz 
· Operating temperature range: -10° to 45°C
· Storage temperature range: -40° to 50°C 
Receiver specifications: 
· Frequency range: 1300 – 2600MHZ in 30 MHZ steps
· Frequency setting: in 50 or 100KHz steps
· Frequency stability: ±1000Hz/year
· Frequency generation: PLL synthesizer 
· Deviation linearity in all frequency range: ±1dB 
· Squelch threshold: 40/-100dBm 
· Squelch threshold step: 1dB
· Max RF input signal: 20dBm
· RF input selectivity: 60 dB for +/- 140 MHz of input frequency
· Multiplex level: 0, 4.1, 6, 12dBm
· Operating temperature range: -10° to 45°C 
· Storage temperature range: -40° to 50°C
· Warranty

	1
	Yes / No
	

	1.15
	AUDIO MICROPHONE CABLE

· Connectors: XLR (male to female)
· Length: 10m

	2
	Yes / No
	




Lot 2: Video equipment
	Item No
	UNOPS minimum technical requirements
	Quantity
	Is Bid compliant? Bidder to complete
	Details of goods offered. Bidder to complete

	2.1
	DIGITAL COMPACT PHOTO CAMERA

· Resolution: 20 Megapixels: 5152 x 3864 
· Image sensor: CCD
· Sensor size: 1/2.3 in. 
· Monitor size: min 3 in. diagonal 
· Lens: 28x optical zoom 
· Lens focal length: 4.0-112mm
· Storage media: SD, SDHC and SDXC memory cards 
· Storage file formats: JPEG (Still pictures), MOV - Video: H.264/MPEG-4 AVC, 
· Audio: LPCM monaural (Movies)
· Movies: HD 1280 x 720 @ 30p
· ISO Sensitivity: ISO 80-1600
· Shutter: Mechanical and charge-coupled electronic shutter 
· Built-in-flash
· I/O terminal: Hi-speed USB
· Warranty

	2
	Yes / No
	

	2.2
	DSLR CAMERA KIT (BODY+LENS) - 1

· Resolution: 24 Megapixels: 6000 x 4000
· Sensor size: min 23.5mm x 15.6mm 
· Image sensor type: CMOS
· Image sensor format: DX
· Storage media: SD, SDHC and SDXC memory cards 
· Viewfinder: Eye-level Pentamirror Single-Lens Reflex viewfinder 
· Reflex Mirror: Quick-return type 
· Lens Aperture: Instant-return type 
· Shutter type: Electronically controlled vertical-travel focal-plane
· Shutter Speed: 1/4000 to 30 sec. 
· Exposure Metering System: TTL exposure metering using 420-pixel RGB sensor 
· ISO Sensitivity: Native ISO100 - 12,800; Extended ISO min 25,600  
· Single Point AF Mode 
· Maximum Autofocus Areas/Points: 11
· Built-in Flash 
· X-Sync Speed: 1/200
· Movie file format: MOV (H.264/MPEG-4 Advanced Video Coding)
· Movie: Full HD 1920x1080@60p 
· Built-in microphone 
· HDMI output 
· Hi-speed USB output
· Video output: NTSC and PAL 
· [bookmark: _GoBack]Lens focal range: 18-55mm
· Aperture: Maximum: f/3.5 - 5.6, 
· Warranty

	1
	
	

	2.3
	DSLR CAMERA KIT (BODY+LENS)  - 2

· Resolution: 17.9 Megapixels: 5184 x 3456
· Sensor type: CMOS
· Sensor size: APS-C(22.3x14.9mm) 
· Bit Depth: 14 bit
· Movie: 1920x1080@30p
· Movie file format: MOV, MPEG-4 AVC/H.264
· Built-in microphone
· Storage media: SD, SDHC and SDXC memory cards
· Focus type: Auto & Manual 
· Built-in flash
· Shutter speed: 1/4000 to 30 sec.
· Shutter type: Electronic and Mechanical
· ISO Sensitivity: Auto, Native ISO 100-12800,  Extended ISO: 100-25600) 
· Viewfinder type: Optical (pentamirror) 
· Display screen size: minimum 3”
· Screen type: Rear Touchscreen Tilting Live Preview LCD
· Connectivity: USB 2.0; Mini HDMI, AV Output 
· Type of lens: Normal zoom lens 
· Auto focus
· Built-in AF motor
· Focal range: 24-105mm
· Closest focusing distance: 45cm

	1
	
	

	2.4
	MIRRORLESS DIGITAL CAMERA KIT (BODY+LENS) 

·  Resolution: 24 MP: 6000 x 4000
· Sensor type: APS-C type, CMOS 
· Still image format: JPEG, RAW
·  Movie format: MP4, MPEG-4 AVC/H.264 
· Focus type: Fast Hybrid AF (phase-detection AF/contrast-detection AF)
· Metering sensor: APS HD CMOS
· Storage media: SD, SDHC, SDXC, Memory Stick Pro Duo; Memory Stick Pro HG Duo
· Movie: 1920x1080@60p 
· Built-in microphone
· Focus type: Auto and Manual 
· Viewfinder type: electronic
· Viewfinder size: 0.39”
· Display Screen: 3" Widescreen Tilting LCD (921,600) 
· ISO Sensitivity: Auto, 100-25600
· Built-in flash
· Max sync speed: 1 / 160 Second  
· Connectivity: HDMI D (Micro); USB 2.0; Wi-Fi capable 
· Lens Focal Length: 16-50 mm (Comparable 35mm Focal Length: 24 - 75 mm)
· Aperture: Maximum: f/3.5 - 5.6, Minimum: f/22 – 36
· Minimum Focus Distance: 25cm 
· Autofocus
· Image Stabilization
· Warranty

	1
	
	

	2.5
	DIGITAL COMPACT PHOTO CAMERA

· Resolution: 20 Megapixels: 5472 x 3648
· Sensor type: MOS
· Sensor size: 1" (13.2 x 8.8 mm); 
· Image Stabilization: Optical & Mechanical
· File Formats: JPEG, RAW (Still images), MP4 (Movie) 
· Lens: EFL: 9.1-146mm (35 mm equivalent: 25-400mm) 
· Aperture: f/2.8 (W) - 4.0 (T)
· Optical Zoom: 16x
· ISO Sensitivity: Auto, 125-12500 (Extended Mode: Auto, 80-25000)
· Shutter type: Mechanical (Speed: 60 - 1/4000 Second), Electronic (Speed: 1 - 16,000 Second)
· Exposure modes: Aperture Priority, Manual, Program, Scene Modes, Shutter Priority
· Built-in flash
· Memory card type: SD, SDHC, SDXC memory cards
· Movie: 3840:2160@25
· Built-in microphone
· Screen: 3" LCD Rear Screen Tilt (920,000 pixels)
· Connections: 1/8" Microphone, 2.5mm Sub-mini (2-Ring), AV Output, USB 2.0
· Warranty

	1
	
	

	2.6
	LIVE STREAMING CAMCORDER
 
· Image sensor: 1/2.3-inch back side Illuminated CMOS
· Synchronization: Internal
· Optical image stabilization 
· Shutter speed: 1/4～ 1/10000 
· Lens: F1.2 (wide) to F3.5 (tele) (35mm equivalent: 29.5mm to 354mm)
· LCD Display: 3.5-inch 920 k pixels, 16:9
· Viewfinder: 0.24-inch 1.56 M pixel, 16:9 
· Recording media: 2x SDHC/SDXC memory card 
· Video codec: MPEG-4 AVC/H.264 (4K/HD), AVCHD(HD/SD)
· File format: MOV (H.264), MTS(AVCHD)
· Video resolution: 4K (H.264) 3840 x 2160/25p PAL 
· Audio recording: LPCM 2ch, 48kHz/16-bit (4k/HD/SD MOV)), AC3 2ch(AVCHD), μlow 2ch(Proxy)
· Live video streaming protocol: RTMP, MPEG2-TS/UDP, MPEG2-TS/TCP, RTSP/RTP, ZIXI
· Live video streaming resolution: 1920x1080
· Video output: AV output (φ3.5mm mini jack x1); SDI output; HDMI output 
· Network function: Live Video Streaming, FTP, Remote Control
· Warranty

	2
	
	

	2.7
	HANDHELD CAMCORDER

· Image sensor: 1/2.3-inch back side Illuminated CMOS; 
· Synchronization: Internal; 
· Optical image stabilization; 
· Shutter speed: 1/4～ 1/10000; 
· Lens: F1.2 (wide) to F3.5 (tele) (35mm equivalent: 29.5mm to 354mm); 
· LCD Display: 3.5-inch 920 k pixels, 16:9; 
· Viewfinder: 0.24-inch 1.56 M pixel, 16:9; 
· Recording media: 2x SDHC/SDXC memory card; 
· Video codec: MPEG-4 AVC/H.264 (4K/HD), AVCHD(HD/SD); 
· File format: MOV (H.264), MTS(AVCHD); 
· Video resolution: 4K (H.264) 3840 x 2160/25p PAL; 
· Video output: AV output (φ3.5mm mini jack x1); SDI, HDMI output
· Warranty

	2
	
	

	2.8
	DIGITAL CAMCORDER

· Sensor: 1.0-type / 13.2 mm x 8.8 mm back-illuminated Exmor R CMOS sensor 
· Effective Megapixels: 14.2 (16:9)
· Shutter speed: 60i: 1/8 - 1/10,000, 24p: 1/6 - 1/10,000 
· Slow & Quick Motion Function: 1080i 60p: 1, 2, 4, 8, 15, 30, 60
· Lens mount: Fixed
· Focal Length: 9.3 to 111.6 mm; 35mm Equivalent Focal Length: 29 to 348mm (16:9)
· Iris: f/2.8 to f/4.5, auto/manual selectable 
· Focus: AF/MF Selectable
· Image Stabilizer: ON/OFF selectable, shift lens 
· Video Format: XAVC S HD: MPEG4-AVC/H264 Long Profile 
· Audio Format: Linear PCM 2ch, 24bit, 48kHz
· Resolution and framerate: XAVC S (1920 x 1080) @ 59.94p, 29.97p, 23.98p (50 Mbps)
· Viewfinder: 0.24"-type / 0.6 cm (approx. 1.56 M dots) 
· LCD Monitor: 3.5" / 8.8 cm (approx. 1.56 M dots)
· Video output: HDMI; Composite (BNC); USB (Multi/Micro jack)
· Media type: 1 x SD/SDHC/SDXC & Memory Stick Duo, 1 x SD/SDHC/SDXC 
· Built in microphone: Omni-directional stereo electret condenser microphone
· Warranty

	1
	
	

	2.9
	DSLR CAMERA FISHEYE LENS – 1

· Aperture range: F3.5~22 
· Focal length: 8mm
· Minimum focusing distance: 0.3m
· Type of mount: Micro four thirds
· 
	1
	
	

	2.10
	DSLR CAMERA FISHEYE LENS - 2

· Aperture range: F3.5~22 
· Focal length: 7.5mm
· Minimum focusing distance: 0.09m
· Type of mount: Micro four thirds
· 
	1
	
	

	2.11
	LIGHTING CASE

· Ability to fit 4 Heads, Stands and Accessories; 
· Padded dividers

	1
	
	

	2.12
	CAMCORDER CASE 

· For up to 15” camcorder

	1
	
	

	2.13
	ON CAMERA MONITOR AND RECORDER, 

· Display size: 5”
· Display resolution: 1280x720, 325dpi
· Connections: HDMI, HDMI loop-output
· Recording: Up to 1080/30p/60i, 10-bit, 4:2:2 to ProRes
· Storage: 2.5" HDD/SSD
· Playback: ProRes and DNxHD 
· Warranty

	1
	
	

	2.14
	HANDHELD GIMBAL STABILIZER, 

· Load Capacity: 0.9 - 2 kg
· Rotation range: Yaw: 360°, Roll: 360°; Pitch: 360° 
· Tripod mount thread: 1 x 3/8"-16
· Accessory Mount Thread: 1 x 1/4"-20
· Battery time: Approx. 8-10 hour operating time when used continuously 
· Weight: 1.2 kg
· Warranty

	1
	
	

	2.15
	CAMERA TRIPOD SYSTEM (Head, Tripod, Carrying case), 

· Load Capacity: 3kg
· Maximum Height: 150cm or higher
· Minimum Height: 69.9 cm or smaller 
· Weight: 3.2 kg
· Head ball diameter: min 65mm 
· Counter Balance System: Built-in spring 
· Tilt Drag: Fixed
· Tilt Range: -70° to +90° 
· Spring Loaded Counter Balance: Fixed 
· Pan Range: 360°
· Pan Lock: Separate 
· Leg Stages/Sections: 2/3 
· Spiked/Retractable Feet
· Warranty

	7
	
	

	2.16
	DIMMABLE LED LIGHTING UNIT (Led lamp, Softbox) 

· Light Output: 63W
· Color temperature: 3000-7000K 
· Warranty

	2
	
	

	2.17
	FOCUS SPOT HALOGEN LIGHT KIT (3 lighting units, 3 stands, Carrying case) 

· Light output (per single unit): 800W; 
· Color temperature: 3200K; 
· Beam Angle: 32° - 81°; 
· Stands Height: 2.6m
· Warranty

	1
	
	

	2.18
	LED LIGHTING UNIT STAND

· Number of section: 4
· Max Height: 394 cm or higher
· Min Height: 128 cm or lower
· Collapsed Height: 113 cm or smaller
· Spread Ø: 130 cm
· Spigot: 1/4 and 3/8 in.
· Weight: 2.6 kg
· Warranty

	1
	
	

	2.19
	LIGHT MOUNTING EXTENSION ARM KIT (Magic Arm, Camera Platform, Super Clamp & Backlite Base)

· Max Load: 3 kg
· Arm Length: 20.87 in. 
· Arm Tube diameters: 0.79 in.
· Weight: 1.4 kg
· Warranty

	1
	
	

	2.20
	PHOTO VARIABLE FRICTION ARM WITH BRACKET

· Max Load: 3 kg
· Length: 20.87
· Arm Tube diameters: 0.79 in.
· Weight: 1.1 kg
· Warranty

	2
	
	

	2.21
	LIGHT MOUNTING CLAMP

· Max Load: 4 kg
· Clamp Range: 13-35 mm
· Head Attachment: 1/4"-20 and 3/8"-16 female threads
· Weight: 126 g
· Warranty

	2
	
	




Delivery requirements –– Comparative Data Table

	UNOPS Requirements
	Is quotation compliant? Bidder to complete
	Details 
Bidder to complete
Insert details

	Delivery time
	Bidder shall deliver the goods 35 (Thirty five) calendar days after the Contract signature.

	☐ Yes   ☐ No
	

	Delivery place and Incoterms rules
	Net of any direct taxes, customs duties, indirect taxes and VAT.

DAP (Delivered at Place, as per Incoterms 2010): 
Beneficiaries in Ivanjica, Novi Pazar, Nis and Leskovac.
Transportation, offload, assembly and installation of the equipment on the beneficiary’s premises are included in the price

	☐ Yes   ☐ No
	

	Consignee details
	The exact address the goods shall be delivered and offloaded to, as well as all other relevant details, will be available upon contract signature.

	☐ Yes   ☐ No
	

	UNOPS Right to vary requirements
	At the time the Contract is awarded, UNOPS reserves the right to vary the quantity of the goods and associated services specified above, provided this does not exceed +/- 20%, without any change in the unit prices or other terms and conditions of the RFQ.

	☐ Yes   ☐ No
	


The offered goods and related services (if applicable) are in accordance with the required specifications and requirements specified in Section III: Schedule of Requirements.

 ☐ Yes   ☐ No         
ANY DEVIATION MUST BE LISTED BELOW:
____________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________

Name	: _____________________________________________________________

Title	: _____________________________________________________________

Date	: _____________________________________________________________

Signature	: _____________________________________________________________

Form D: Previous experience form
RFQ reference no: [insert RFQ reference No.]  ______________________________________
Name of Bidder: [insert name of Bidder]            ______________________________________

	Description of services/goods
	Country
	Total amount of Contract
	Contract Identification and Title and
Contact details of Client:
(Name, Address, telephone, email, fax)
	Year project was undertaken

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	



Name	: _____________________________________________________________

Title	: _____________________________________________________________

Date	: _____________________________________________________________

Signature	: _____________________________________________________________75 00ax: +45 45 33 75 01
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